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Texture and strain analysis of the ferroelastic behavior
of Pb „Zr,Ti …O3 by in situ neutron diffraction

Robert C. Rogan, Ersan Üstündag,a) and Bjørn Clausen
Department of Materials Science, California Institute of Technology, Pasadena, California 91125

Mark R. Daymond
ISIS Neutron Scattering Facility, Rutherford-Appleton Laboratory, Chilton, Didcot, OX110QX,
United Kingdom

~Received 9 August 2002; accepted 16 January 2003!

In situ uniaxial compression experiments on Pb~Zr,Ti!O3 or PZT-based polycrystalline
electroceramics were conducted using time-of-flight neutron diffraction. Elastic lattice strain and
texture evolution were observed in PZT’s near the edge of the morphotropic phase boundary~with
tetragonal and rhombohedral phases present!. Multiphase Rietveld analysis yielded anisotropic
lattice strain evolution curves in directions parallel and perpendicular to the loading axis for both
phases. A quantitative analysis of the domain switching under applied stress was possible through
application of a March–Dollase model for texture. ©2003 American Institute of Physics.
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I. INTRODUCTION

Ferroelectric ceramics are widely used in a diverse se
devices including sensors, actuators, transducers, and u
sonic motors. In these applications, they exhibit a com
cated coupled behavior in response to both electrical
mechanical loading and often experience internal stre
which lead to significant fatigue and eventually failure.1 Ef-
forts to model and predict the behavior of ferroelectrics ha
often been hindered by the lack of suitable constitutive re
tions that accurately describe the electromechanical resp
of these materials. Recently, self-consistent models h
been developed to describe the behavior of polycrystal
ferroelectrics.2 These models are essentially an adaptation
the self-consistent crystal plasticity scheme developed
Hill and Hutchinson and are able to capture some impor
features of ferroelectric behavior such as electromechan
hysteresis. The formulation of robust models for ferroelec
materials requires knowledge of their crystallographic
havior under applied mechanical and electrical loading. S
cifically, it is desirable to obtain, as a function of applie
electromechanical loads, quantitative data of the microsco
strain states which are functions both of single crystal ela
properties and domain switching and/or pinning.

Many investigations of PZT’s~and other ferroelastic an
ferroelectric materials! have been undertaken to study t
macroscopic stress-strain response via traditional mecha
testing,1–4 as well as crystal structure and orientation ana
sis using x rays5–11 and neutrons.12–18 While macroscopic
measurements have been invaluable for outlining the be
ior of multiphase materials and isolating industrially use
compositions, they offer no insight into the crystallograph
behavior which is valuable to the modeling communi
X-ray studies have been particularly useful in ascertain
crystal structure and observing the texture effects of dom
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switching, bothin situ and ex situ. However, the large ma
jority of these studies are hindered by the limitations of x-r
penetration depths in a material in which the element le
contributes approximately 60% of the density. For instan
most x-ray studies employed CuKa radiation which has less
than 5mm penetration into PZT.

Neutron diffraction is an ideal probe of bulk crystallo
graphic structure, but so far studies have mostly concentr
on probing the temperature–composition–structure relat
ship to obtain a clear understanding of the nature of the v
ous phase transitions. A neutron diffraction study17 is noted
as it investigated the ferroelastic behavior of a single cry
LaNbO4 under compressive stress. Although this study
provide valuable insight about the crystallographic dom
switching mechanism in LaNbO4, it did not involve a poly-
crystalline material and, therefore, could not probe the in
actions between various domains and grains. We report ain
situ bulk crystallographic study of the ferroelastic behav
of a multiphase, polycrystalline PZT under compress
loading. Simultaneous extraction of the lattice strains a
quantitative texture effects~domain switching! was possible
through a careful whole-pattern Rietveld analysis.

II. EXPERIMENTAL PROCEDURE

A. Sample description

Several Pb~Zr,Ti!O3 ~PZT! specimens were obtaine
from American Piezo Ceramics, Inc.~Mackeyville, PA
17750!. Samples were cylindrical and measured appro
mately 6.35 mm in diameter by 16 mm in length. Each spe
men was prepoled by the manufacturer in an electric field
2.5 kV/mm ~applied along the axial direction!. This field is
well beyond the coercive field of this material and induc
the expected remnant polarization. Chemical composit
was determined with an electron probe analyzer~Jeol JXA-
733 SEM equipped with wavelength-dispersive spectro
eters!. Average quantitative atomic fractions were foun
il:
4 © 2003 American Institute of Physics
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based on measurements taken at seven random, spatiall
lated sample locations. The Zr/Ti atomic ratio was measu
to be approximately 49/51~disregarding small amounts o
dopants such as Sr, Ba and Sb, each< 2 at. %!. At room
temperature, this composition places the sample in the tr
tional morphotropic region of the phase diagram.19 As will
be shown later, it was indeed found that both the tetrago
and rhombohedral phases were present in the specimen

B. Neutron diffraction experiments

A powder sample of the PZT was obtained by crush
some cylinders using a mortar and pestle. A time-of-flig
~TOF! neutron diffraction pattern of this powder was co
lected using the SMARTS diffractometer20 at the Los Ala-
mos Neutron Science Center. The powder was placed
vanadium can and data were collected for approxima
12 h. All subsequent experiments were conducted at the
therford Appleton Laboratory’s ISIS Facility in the ENGIN
diffractometer. Here,in situ TOF neutron diffraction pattern
of prepoled solid PZT samples were obtained at vari
uniaxial compressive loads~see Ref. 21 about the descriptio
of the loading setup at ENGIN!. Observation of both the
axial and transverse strains was possible due to the sa
orientation and the detector geometry~Fig. 1!. Strain gauges
attached to the samples measured macroscopic axial s
during diffraction experiments. Data acquisition times we
approximately 1 h ateach load level. Small transient rela
ation effects were noted following each load change~a maxi-
mum of 0.015% strain over 15 minutes before stabilizatio!,
but these effects were deemed negligible for the purpose
this study.

III. DIFFRACTION DATA ANALYSIS

A. Powder specimen

Neutron spectra were analyzed by the Rietveld metho22

using the GSAS software package.23 Cursory preliminary
analysis of the data collected from both diffractometers in
cated that this material was most likely a two-phase syst
as evidenced by the presence of intensity between tetrag
peak doublets.5,6,12,13 The signal-to-noise ratio of the dat
collected at ISIS was insufficient~due to short collection
times! to perform any detailed, reliable dual-phase crysta
graphic analysis. Instead, data from the SMARTS diffrac

FIG. 1. Sample-detector geometry at ENGIN allowing for simultane
measurement of longitudinal and transverse sample behavior by
2u 5 290° and 2u 5 190° detectors, respectively.
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meter were selected for detailed analysis because of
lengthy acquisition time. Crystallographic data obtain
from previous studies on PZT’s were employed as a star
point in the analyses.5,13 In particular, space groupsP4mm
and R3m were used for the tetragonal and rhombohed
phases, respectively. TheR3m model was instituted using th
symmetry operators of theR3c space group while constrain
ing the oxygen atomic positions so that 2Oy5Ox and Oz

51/12.5,14 These impositions were used to define and rel
the origin of the two space groups.

The average atomic occupancies were determined f
the electron microprobe analysis and were initially assum
to be the same for both phases. Atomic positions and iso
pic thermal parameters were constrained to be the same
chemically identical sites; i.e., dopant atoms were require
mimic the atoms they replaced. This did not apply for the
and Ti positions and thermal parameters, which were allow
to refine independently. The background function was m
eled using a ten term power series~TOF function No. 6!,23

which is the regular function for the SMARTS diffracto
meter. A Von Dreele–Jorgensen–Windsor convolution fu
tion ~TOF function No. 1! ~Ref. 23! was used for the peak
profiles of each phase. The peak widths for both phases w
refined independently.

Convergent values for refinement parameters such as
histogram scaling factor, lattice parameters, peak wid
phase fractions, background coefficients, and linear abs
tion coefficient were initially determined. This was followe
by refinement of the independent isotropic thermal para
eters and atomic positions. All atomic positions were refin
except for the Pb position in the tetragonal phase~to preserve
the origin of the space group!, and the oxygen positions fo
the rhombohedral phase were constrained as mentio
above. Refined individually, none of the atomic site occup
cies offered significant deviations from the average cal
lated chemistry. Considering the short collection times
the ENGIN spectrometer data, even moderate~;5% per site!
changes in atomic occupancies were not observed to ha
significant impact on the overall quality of the refinemen
The powder diffraction analysis could not therefore provi
any compelling evidence for altering the stoichiometric d
from the microprobe analysis in order to achieve better
for the compression loading spectra.

Some of the problems generally associated with Rietv
refinements of PZT’s were also noted in this analysis.5,12–14

For instance, the isotropic thermal parameters of the Zr
Ti atoms were slightly different despite occupying the sa
crystallographic site in the tetragonal phase. The introduc
of anisotropic thermal parameters induced significant ins
bilities due to the complexity of the background, and th
were subsequently removed from the model. The literatu
too, exhibits significant scatter in various crystallograph
parameters. Since the purpose of the present study was n
perform a detailed crystallographic analysis of this PZT co
position, but to systematically investigate the effects of m
chanical loading on the material, the current analysis w
considered satisfactory. For possible explanations of th
behaviors, the reader is referred to studies investigating s
lar issues.5,12–16,24,25

s
he
IP license or copyright, see http://ojps.aip.org/japo/japcr.jsp
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Final refinements of the powder specimen produce
weighted residualRwp51.7%,26 indicating a good match be
tween the Rietveld model and experimental data des
some problems fitting a complicated low-d-spacing back-
ground present in the SMARTS data set.22,23,26 Lattice pa-
rameters wereaT'4.0482 Å andcT'4.116 Å for the tetrag-
onal phase, while for the rhombohedral phaseaR'5.765 Å
andcR'14.193 Å. These parameters are in good agreem
with previous studies using similar models.5,13,14 The peak
widths of the two phases were found to differ by only 7
and were thus considered to be the same in further analy5

The Rietveld refinement yielded final volumetric phase fr
tions of roughly 79% tetragonal and 21% rhombohed
These numbers confirm that the material is indeed in
morphotropic region of the phase diagram in agreement w
the Zr/Ti ratio measured by the electron microprobe analy
Comprising approximately one-fifth of the sample volum
the rhombohedral phase is expected to affect the ma
scopic properties of this material. It is important to no
however, that due to the large size of the rhombohed
phase’s unit cell, its fractional contribution to the diffracte
intensity is much less than its volumetric phase fraction.

B. Loaded specimen

Crystallographic data obtained from the SMARTS po
der pattern was implemented in the ENGIN data analy
None of the atomic positions or thermal parameters w
refined for this data set. Any attempts to do so resulted
divergence during the least-squares calculation. For the
GIN data, a six-term power series was used for the ba
ground ~TOF function No. 6! ~Ref. 23! and a back-to-back
pseudo Voigt function for the peak profiles~TOF function
No. 3! ~Ref. 23!. The peak widths of the two phases we
constrained to be the same,5 an assumption which was val
dated by the analysis of the powder as described above
each detector bank, the zero-load pattern refinement
vided the linear absorption coefficient for the model, whi
was then held fixed for all higher-load levels. Absorpti
values were on the order of 4% for each bank. Patterns
each load level were refined using flags for the lattice par
eters, peak widths, histogram scale factor, texture variab
and background coefficients.

Contrary to the powder, the poled sample displayed s
nificant texture effects in the diffraction pattern. It is we
known that PZT exhibits polarizations aligned along t
@001# direction of the tetragonal phase and the@111# axis in
the pseudocubic unit cell of the rhombohedral phase,
that the diffracted intensities from related reflections can
used to measure extent of domain alignment in th
materials.5,7–10Due to the sample-detector geometry, cryst
line texture in the specimen could be modeled in a sim
manner. The March–Dollase function inGSAS is aptly suited
to account for the effects of texture on diffracted intensity
cylindrical samples:27–29

I hkl}Phkl~a!Fhkl
2 , ~1!

Phkl~a!5@r 2cos2~a!1r 21sin2~a!#23/2. ~2!
Downloaded 12 Sep 2003 to 128.165.156.80. Redistribution subject to A
a

te

nt

s.
-
l.
e
th
s.

o-
,
al

-
s.
e

in
N-
k-

or
o-

or
-
s,

-

d
e
e
-
e

r

Here I hkl is the intensity of a given diffraction peak,Fhkl
2 is

the structure factor, andPhkl is the March function. This
function is a true distribution function and describes the d
sity of poles at a given angle~0<a<p/2!. Only the March
coefficientr needs to be defined to yield a complete descr
tion of the texture in the sample. In other words, the en
orientation distribution function can be described in this s
cial case of fiber texture in a cylindrical sample. It is also
very flexible model in that it is applicable to distribution
which have a maximum ata50 ~r,1! or a maximum at
a5p/2~r.1!.

Applying the March–Dollase model to the tetragon
phase was straightforward: the@001# direction corresponds to
the crystallographic dipole, and the angle between doma
discernable in a diffraction experiment is 90°, so texture
this phase could be modeled easily by tracking the inten
variations between the prominent~200!–~002! doublet~Fig.
2!.5,9,10,30Using a preferred orientation axis of@001# in GSAS

and refining the March coefficient for this family of peak
significantly reduced theRwp values for all fits.

The rhombohedral phase, however, was slightly m
complicated. The dipole formed due to ion displacem
along the@111# direction in the pseudocubic unit cell corre
sponds to the@006# direction in theR3c structure.14 In this
phase, domains form at either 71° or 109°, reflecting a dip
realignment in one of the@11-1# directions of the pseudocu
bic cell geometry or the@202# directions of theR3c space
group.5,9,10,30For this reason, this study investigated theR3c
~006! and ~202! reflections. Unfortunately, both of these r
flections lie in the region of the high-intensity~111! peak of
the tetragonal phase centered at roughly 2.35 Å in the
fraction patterns~Fig. 2!. The convolution of intensities
therefore produces a large and relatively broad single pe
Unambiguous assignment of relative intensities in this reg
using single-peak fits was not possible due to the destab
ing effects of the instrumental peak width and the relativ
low signal-to-noise ratio resulting from short collection tim

FIG. 2. A typical neutron diffraction pattern obtained at zero load in t
longitudinal direction. The experimental data are shown as crosses fitte
the Rietveld model. The bottom curve designates the difference betwee
two. The upper tick marks show the positions of rhombohedral~R! peaks
while the lower ones indicate those for the tetragonal~T! phase. Some im-
portant reflections for each phase are marked. The high intensity of
(002)T reflection suggests a high degree of domain alignment along
longitudinal ~or axial! direction as would be expected from the electric
poling.
IP license or copyright, see http://ojps.aip.org/japo/japcr.jsp
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4107J. Appl. Phys., Vol. 93, No. 7, 1 April 2003 Rogan et al.
at ENGIN. The constraints imposed on lattice parame
during whole-pattern Rietveld refinements countered th
effects by strictly limiting the uncertainty in the peak pos
tions. Using a preferred orientation axis of@006# and refining
the March coefficient for this peak and its equivalents i
proved all fits. Still, the~006!–~202! region of the fitted
spectra consistently displayed fitting errors greater than
rest of the pattern which indicate that the crystal model d
not sufficiently account for the observed intensity.

The superfluous observed intensity~see Fig. 2! likely
represents texture effects due to the~202! peak of the rhom-
bohedral phase. Since the angle between the@202# and@006#
directions is the angle between 71° or 109° domains~which
are therefore not orthogonal!, following the texture in only
one preferred orientation axis does not sufficiently acco
for the intensity changes in the other peak. Attempts to c
rect this error by introducing a second preferred orientat
axis ~the @202#! were met with mixed success. Since this is
secondary texture effect in a minority phase,GSAStreated the
~202! March coefficient as a free variable, which destabiliz
fits. While individual patterns’ residuals were improved, t
resulting values for texture and lattice parameters were
reasonable, and the refinements of some spectra faile
converge. It was concluded that the current data would
support resolution of this quantity, so the@202# preferred
orientation axis was removed from the model.

The final discrepancies between the calculated neu
spectrum for the loaded sample and the measured diffrac
data as quantified by the weighted residualRwp were around
18% for the longitudinal detector data and 19% for the tra
verse. While these residuals are generally considered hig
Rietveld standards, they are a reflection of the effects of
signal-to-noise ratio, rather than indications of gross misc
culation (x2 values were approximately 1 for both banks!.26

The slightly higher values for the transverse bank are du
the fact that it samples only a limited angular space of thep
specimen circumference~roughly 4%!, while the longitudi-
nal bank samples the entire polar angle range from 0 tp
with respect to the sample’s cylindrical axis.

IV. RESULTS AND DISCUSSION

A. Macroscopic deformation

Figure 3 displays the results for the longitudinal~axial!
macroscopic sample strain as measured by the strain g
during the loading procedure. Strains are referenced from
poled~zero-load! configuration, ignoring any residual strain
induced by the pressing, sintering, or poling processes.
seen that the initial elastic region is very small, belo
225 MPa. Notice the large changes in strain during
stress changes between225 and2100 MPa. This range cor
responds to that of 90° domain switching in the tetrago
phase and 71° and 109° domain switching in the rhombo
dral phase previously noted in PZT materials.5,9,10,30 Upon
reaching2150 MPa, the switching process has saturated
the sample’s initial polarization along its cylindrical axis w
have largely vanished. This is in effect the mechanical ‘‘d
poling’’ of an electrically poled PZT. At stresses greater th
–150 MPa, the material again exhibits nearly linear ela
Downloaded 12 Sep 2003 to 128.165.156.80. Redistribution subject to A
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behavior. During unloading, most of the domains apparen
remain in their switched position, an effect of the we
known electromechanical hysteresis exhibited by these
terials. This results in a large residual strain in the longitu
nal direction upon unloading. Texture and lattice stra
evolution data obtained from neutron diffraction supp
these observations.

B. Tetragonal phase

The texture observed in the specimen changed sig
cantly over the course of loading and unloading due to
main switching. Figure 4 shows the changes in the Ma
coefficient of the tetragonal phase (r T) as a function of ap-
plied stress. The value ofr T is initially less than 1.0 as see
in the longitudinal bank@Fig. 4~a!, diffraction vector parallel
to sample axis#, representative of a large number of crysta
lographic @001# poles aligned with the sample’s cylindrica
axis. This is expected since the sample was prepoled in
direction, implying that microscopic dipoles of individua
domains should align with the poling field. As the load
increased,r T quickly passes through the random powder te
ture value of 1.0 and proceeds to increase dramatically u
a value of about 1.4 between2100 and2150 MPa applied
stress. Sincer T values greater than 1.0 correspond to a d
tribution function with a maximum ata5p/2, the diffracted
intensities detected in the longitudinal bank abo
2150 MPa are indicative of a majority of@001# poles
aligned along a direction normal to the sample axis~the
transverse direction!. This increase is a direct observation
the 90° domain switching in the tetragonal phase, consis
with the switching of domains that initially were oriente
with their c axis parallel to the loading direction reorientin
such that thec axis becomes perpendicular to the loadi
axis. Above2150 MPa, the switching process has saturat
and ther T value is roughly constant. During the unloadin
procedure, most of the switched domains remain locked
cannot return to their original configuration, as indicated

FIG. 3. Axial ~longitudinal! macroscopic sample strain as measured b
strain gauge during the loading cycle. The diamonds indicate the locat
where neutron data were collected. Note that the reference point for s
was taken to be the zero load position.
IP license or copyright, see http://ojps.aip.org/japo/japcr.jsp
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the roughly constant value of the March coefficient. Only
slight decrease is noted between250 MPa and 0 MPa, cor
responding to the relaxation of a small fraction of domain

The transverse detector bank@Fig. 4~b!# is oriented such
that the relevant diffraction vector is 90° from the samp
axis. At this position, it is seen thatr T is initially greater than
1.0 at zero load and decreases to a value less than 1.0 d
the course of loading. This means that the transverse b
corroborates the data from the longitudinal bank: it obser
the majority of@001# poles initially aligned with the sample
axis and, after the switching procedure, observes a majo
aligned in the direction normal to the sample axis. The d
ference in the magnitudes of the March coefficients obser
between the two banks is probably due to the limited sa
pling range of the transverse bank. When domains sw
from their initial position, they may move into any of th
energetically equivalent 90° orientations normal to t
sample axis. In other words, after switching the poles
distributed around the 2p solid angle of the cylinder, but the
transverse detector only measures texture from poles alig
in a 4% fraction of this circumference.

FIG. 4. March coefficients measured in the longitudinal~a! and transverse
~b! detectors as a function of applied stress. Arrows indicate direction
load changes.
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The description of the switching process given abo
helps with the interpretation of the lattice strains measure
the tetragonal phase@Fig. 5~a!#. Here the labels ‘‘axial’’ and
‘‘trans.’’ refer to the macroscopic sample directions of t
cylindrical axis and the direction perpendicular to it, respe
tively. All measurements are referenced to the poled sam
configuration ~the zero-load state!, ignoring any lattice
strains induced by the pressing, sintering, or poling p
cesses. Error bars are those reported byGSAS after conver-
gence and are representative only of fitting errors. One m
remember that each detector only measures the spacing
tween certain crystal planes which fulfill the diffraction co
dition. At this point, it will help to consider the evolution o
a single, initially poled tetragonal domain throughout t
loading procedure. In the zero load configuration, this hy
thetical domain is oriented such that itsc axis is parallel to
the loading axis and the associated planes satisfy Bragg’s
with respect to the longitudinal detector. The planes alo
thea axis in this domain do not. Therefore, only informatio
on thec axis is available to the longitudinal detector and
intensity is present from thea axis. At some applied load
internal stresses will force this domain to reorient itse
switching 90°. Now the domain’sa axis planes fulfill the

f

FIG. 5. Lattice strain in the tetragonal~a! and rhombohedral~b! phases as a
function of applied stress. The ‘‘axial’’ data were derived from diffractio
patterns collected at the longitudinal detector while the ‘‘trans.’’ data w
obtained from the transverse detector. Arrows indicate direction of l
change.
IP license or copyright, see http://ojps.aip.org/japo/japcr.jsp
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diffraction condition and contribute intensity to the pattern
the longitudinal detector; correspondingly thec axis informa-
tion has effectively disappeared from the spectra. In term
the time-of-flight diffraction peaks, this change is manifes
during the course of compressive loading by the disapp
ance of intensity for the (002)T peak and appearance of in
tensity in the (200)T peak. In the transverse detector, t
opposite behavior has been recorded: as the domains sw
to reorient theirc axis in the transverse direction, the inte
sity in the (002)T peak is introduced and intensity in th
(200)T peak is lost. In a polycrystalline sample with man
domains these effects occur in a continuous manner.

Returning now to the lattice strain evolution, Fig. 5~a!
shows that for domains oriented with theirc axis parallel to
the loading axis~‘‘ c axial’’ !, as measured in the longitudina
detector bank, there is a large compressive strain change
ing loading. This can be interpreted as lattice shrinkage al
thec axis due to the domain switching. At around2150 MPa
applied stress, all the tetragonal domains that could a
their c axis perpendicular to the applied load have done
leading to the saturation of axial strain. The remainders,
aligned so that they continue to contribute to the ‘‘c axial’’
data in the longitudinal detector, are pinned and can o
deform elastically. The corresponding deformation in t
transverse direction is captured by the ‘‘a trans.’’ strains in
Fig. 5~a!. Notice that they exhibit the expected Poisson eff
and are positive. Since domain switching is mostly inact
during unloading, the axial strain cannot be relaxed, leav
a large negative residual strain of about20.62%, a measure
of the depoling process. It is also interesting to note that
maximum value of the ‘‘c axial’’ strain ~about 0.8%! is close
to the macroscopic axial strain measured by the strain ga
~Fig. 3!. This suggests that the overall longitudinal strain
the specimen is largely determined by the domain switch
process. On the other hand, domains that are aligned
their c axis perpendicular to the loading direction~and hence
contribute to ‘‘a axial’’ and ‘‘c trans.’’! experience mostly
elastic loading and unloading. This is again expected si
the orientation of these domains is already a low-energy c
figuration, leaving them with no driving force to switch un
der applied stress. As a result, they deform elastically.

C. Rhombohedral phase

The rhombohedral phase is a minority phase in
specimens studied. Therefore, the results obtained from
phase should be viewed with caution, especially from
loaded specimen since the low counting statistics and
limited data resolution prevented a complete texture anal
as was discussed before. This is especially true for the tr
verse data due to the low coverage of the detector in
direction. However, the rhombohedral March coefficie
(r R) in the longitudinal detector@Fig. 4~a!# is representative
of the loaded specimen in the axial direction due to the
perior sampling statistics of that detector. Initial values ofr R

andr T indicate that the rhombohedral phase of this PZT w
more effectively poled electrically compared to the tetrag
nal phase@Fig. 4~a!#. As the load increased, a similar beha
ior is observed in the rhombohedral phase as was in
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tetragonal only more severe, indicating that in the mecha
cal depoling process too, this phase is more easily reorien
March coefficient data from the transverse detector@Fig.
4~b!# were not very reliable in the low-load regime, but th
trend and maxima confirm the switching observed in the l
gitudinal detector bank.

Figure 5~b! shows the lattice strain evolution in th
rhombohedral phase. Here, thea and c axes correspond to
the @1-10# and @111# directions in the pseudocubic unit cel
respectively. It is seen that both ‘‘a axial’’ and ‘‘c axial’’
display the expected compressive behavior, but for this ph
the magnitudes are roughly the same, in contrast to the
tragonal phase. Similar to the tetragonal case, the maxim
values of both strains are near the value measured by
strain gauge~Fig. 3!. In the transverse bank where the sa
pling statistics are already hindered, the strain data al
only for the confirmation of a tensile strain trend due to t
Poisson effect.

D. Combined texture analysis

While the March function provides an accurate descr
tion of the texture in this material, it is also desirable to for
a more quantitative picture of the domain switching. Follo
ing the formulation of Bedoyaet al., the fraction of domains
switched both due to the initial electrical poling and sub
quent mechanical depoling process may be calculated.5 De-
fining the relative intensity ratios as

T5I ~002!T /@ I ~200!T1I ~002!T#, ~3!

R5I ~006!R /@ I ~202!R1I ~006!R#, ~4!

one may calculate the fraction of domains switched (hT and
hR), relative to a random orientation distribution and inclu
ing intensity variations due to structure factor differences,

hT5
T82T

2T1T823T•T8
, ~5!

hR5
R82R

3R1R824R•R8
, ~6!

where the prime signifies intensity ratios at a given lo
condition, and nonprime is the reference intensity ratio fro
the randomly oriented configuration. Observed, normaliz
intensities for individual peaks were extracted from the R
etveld analysis. All calculations were performed with resp
to the powder sample, which was designated as having
preferred grain orientation, corresponding to ‘‘0 fraction
domains switched’’~Fig. 6!. By using the powder as a refe
ence, the quantification of the effectiveness of both electr
poling and mechanical depoling was possible.

The results of these calculations for the longitudinal d
tector are plotted in Fig. 6. Positive values in this plot ind
cate the fraction of domains which have switched~relative to
the random configuration! so that their unit cell dipoles are
parallel to the sample axis. For the tetragonal phase only,
negative values correspond concisely to a fraction of
mains switched~again relative to the random configuratio!
so that theirc axes are perpendicular to the sample axis.
IP license or copyright, see http://ojps.aip.org/japo/japcr.jsp
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the poled configuration at zero load the rhombohedral ph
has 63% of its domains aligned with their dipole directio
parallel to the sample axis, while the tetragonal has o
22%. The data for the rhombohedral phase are in good ag
ment with Bedoyaet al.,5 but the tetragonal phase exhibi
only weak initial poling in comparison. Again it is eviden
that in our specimen the rhombohedral phase was more
fectively poled using the electric field. As the load is i
creased the rhombohedral phase clearly responds m
quickly than the tetragonal phase, though both phases
through the zero point~the random configuration! between
225 and250 MPa in agreement with the March coefficie
data from this detector. Here too, the switching proces
saturated by2150 MPa in both phases, but the rhomboh
dral phase does not exhibit a higher amount of alignmen
the normal direction than the tetragonal phase, as migh
expected. The reason for this is that the negative frac
data for the rhombohedral phase is not as easy to inter
compared to the tetragonal phase. In the latter, the incr
of the ~200! intensity in the longitudinal data~leading to
negative fraction values! means that more tetragonal d
mains have switched so that theirc axis is in the transverse
direction. In this case, it is worth noting that while only 22
of these domains were initially aligned along the sample a
~due to the electrical poling!, around 40% were switched b
the applied stress~Fig. 6!. This result suggests that mechan
cal loading was more effective in this specimen than
electrical loading~or, alternatively, some relaxation occurre
after the electrical poling!. For the rhombohedral phase,
addition to the insufficient texture model described ear
~which could not consider the@202# pole!, the domain
switching is not orthogonal. The only certain conclusion
this phase is that the texture model sufficiently accounts
the changing intensities in the low-load region of Fig.
corresponding to the regime where the majority of the rho
bohedral domains remain in the poled~not switched! posi-
tion. After passing through the random configuration value
zero and into the negative fraction region of Fig. 6, the
tensity of the~006! peak decreased only slightly with applie
stress whereas that of the~202! was relatively constant be
cause 71° or 109°

FIG. 6. Calculated fraction of switched domains in the loaded specim
with respect to the powder case. The data were extracted from the lon
dinal detector.
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switching does not move the@202# pole into a position where
it satisfies the diffraction condition for the longitudinal d
tector. Thus the texture model in this range is insufficient
correctly supply data for Eqs.~4! and~6!. While the effect of
domain switching could be clearly observed, its exact qu
tification in the high-applied-stress regime is not possi
with the current experimental setup and data.

V. CONCLUSIONS

Neutron diffraction data were collectedin situ on mor-
photropic, prepoled PZT samples under compressive lo
Structural analysis via Rietveld refinement showed sign
cant texture present after the electrical poling procedu
Through application of the March–Dollase model, simul
neous bulk measurements of texture and lattice strains w
possible in these materials. Most of the tetragonal phase
perienced domain switching between –25 and –150 M
where the process saturated. As a result of this switch
highly anisotropic lattice strains were observed. Simi
trends were seen in the minority rhombohedral phase, tho
data indicate that this phase responds more readily bot
electric fields and applied stresses. Although only a relativ
small amount of this phase was present in the material,
ease with which it responds to external stimuli and the la
lattice strains observed in it confirm that this phase play
significant role in the macroscopic electromechanical beh
ior of this material. Given the uncertainties in the analys
we nonetheless draw the conclusions that the rhombohe
phase was more strongly oriented by the prior electric fi
poling than the tetragonal phase. On the other hand, the
tragonal phase was likely more strongly depoled by the m
chanical loading than it was poled electrically.

The successful extraction ofhkl-dependent strains~com-
bined with the quantitative texture information! will allow
for further verification and adaptation of the new se
consistent models for ferroelectrics.2 In these models, differ-
ent variants of domains are monitored as they switch~and
convert into another! as a function of applied electrome
chanical loading. The interactions of variants and gra
within a polycrystalline body determine the overall respon
of the material. The diffraction data obtained in this stu
can be used to compare model predictions with the mater
actual response in different crystallographic directions allo
ing the calculation of important parameters such as crit
switching stress and kinematic hardening coefficients.2 This
work is currently in progress.
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